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HONGRIDA ELECTRONIC TECHNOLOGY CO,LTD.

昆山捷皇电子精密科技有限公司

SEE NOTE

MICRO USB 5P H=1.15mm
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OUT SHELL STAINLESS STEEL T=0.30mm 50u“ NI MIN UNDER PLATED OVERALL
GOLD PLATED ON SOLDER AREA

1

SHELL 50u“ NI MIN UNDER PLATED OVERALL 1

CONTACT
15u" MIN AU ON CONTACT AREA 1u" ON SOLDER 
AREA, 50u" NI MIN UNDER PLATED OVERALL

5

HOUSING LCP ,BLACK,UL 94V-0 N/A 1

DESCRIPTION MATERIAL FINISH Q'TY

 MUST BE MEASURE BY FAI. XX

NOTES:
 1.MATERIAL:
   HOUSING:LCP
   CONTACT:COPPER ALLOY
   SHELL:STAINLESS STEEL
   OUT SHELL:STAINLESS STEEL
 2.FINISH:
   CONTACT:15u" AU MIN PLATED ON CONTACT AREA
           1u" ON SOLDER AREA 
           50u" NI MIN UNDERPLATED OVERALL
   SHELL:  50u" NI MIN UNDERPLATED OVERALL
   OUT SHELL:50u" NI MIN UNDERPLATED OVERALL
           GOLD PLATED ON SOLDER AREA
 3.PRODUCT SPECIFICATIONS:
    3-1 Voltage: 12V AC 
    3-2 Current: 3A. 
    3-3 OPERATION TEMPERATURE:-45  TO +85
    3-4 STORAGE TEMPERATURE:-45  TO +85   
    3-5 MATING FORCE:35N MAX
    3-6 UNMATING FORCE:8N MIN                     
 4.ALL DIMENSIONS MARKED ▼ MUST BE CONTROLLED BY QC. 

 5.ALL DIMENSIONS MARKER 

STAINLESS STEEL T=0.30mm

COPPER ALLOY T=0.20mm

PIN 1 PIN 5
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