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SEE NOTE

1.5H 测压式的Battery

B09-AB03F15D
±0.25

E E1309191A

端子电镀规格变更

    =>镀镍、镀金 09/28'2013

F 12/06'2013E1312303A 改善铁壳结构

DATEDESCRIPTION

图成与实物相符E1606204A 06/13'2016G

E1707231A

铁壳电镀由雾锡
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  5.GP PASSED ACCORD WITH HRD-ROHS-219 STANDARD.
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 MUST BE MEASURE BY FAI.

NOTES:
  1.MATERIAL:
    BODY:HI-TEMP. PLASTIC,BLACK,UL 94V-0
    TERMINAL:C5240-SH,t=0.12±0.01mm.
    SHELL:SUS304-3/4H t=0.10±0.01mm.
  2.FINISH:
    TERMINA:40u" Ni MIN UNDER PLATING OVER ALL
          Au 2u" MIN ON CONTACT AREA
          TIN 60-200u" PLATED ON SOLDERTAIL AREA
    SHELL:50u" Ni MIN UNDER PLATING OVER ALL
          AU 1~3u" PLATED ON SOLDERTAIL AREA
  3.ALL DIMENSIONS MARKED ▼ MUST BE CONTROLLED BY QC

  4.ALL DIMENSIONS MARKER XX
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