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PIN ASSINGMENT
A1 A2 A3 A4 A5 A6 A7 A8

7 OTHER SHELL 1 UC8-SN105R00 SUS304-1/2H /Ni 50-120u''

6 SHELL 1 UC8-SN005R00 SUS304-1/2H /Ni 50-120u''

5 MOLIDING2 1 UC8-MB005R02 PA46-X33S UL94V-0

4 MOLIDING1 1 UC8-MB005R01 PA46-X33S UL94V-0

3 GND 1 UC8-GN000R00 SUS301-H /清洗

2 DOWN CONTACT 8 UC8-TN005R01 C18400-R540 /Au PLATED

1 UP CONTACT 8 UC8-TN005R00 C18400-R540 /Au PLATED
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       50m ohm MAX. AFTER ENVIRINMENT TEST 

       100meg ohm MIN

1.4.CURRENT RATING

DEFAULT TOLERANCE +/-0.05 
  PCB THICKNESS IS 0.8mm
RECOMMENDED PCB LAYOUT

      VBUS AND GND CONTACTS RATED AT 2A EA.
      PARALLELED FOR A TOTAL OF 8A 

2.0. MECHANICAL CHARACTERISTICS:

2.1. INSERTION FORCE: 20N MAX
 
2.2. EXTRACTION FORCE 1-1000 CYCLES 8N MIN. 20 N MAX.
       EXTRACTION FORCE 1001-10000 CYCLES 6N MIN. 20 N MAX.

2.3. DURABILITY : 10,000 CYCLES

3.0 .OPERATING TEMPERATURE: -55  TO +85

1.2. DIELECTRIC WITHSTANDING VOLTAGE
       100 VAC FOR 1 MINUTE SEA LEVEL

1.3. INSULATION RESISTANCE

0.03 X

   3：Au 30u''  ON CONTACT AREA

 -X- 

   2：Au 15u''  ON CONTACT AREA
   1：Au 5u''  ON CONTACT AREA

   1        2    3     4     5    

   F：GOLD FLASH ON CONTACT AREA
5:CONTACT PLATING

   010:CH=-0.10mm
4:CENTER HIGH

   W:WHITE

   UC8:USB 2.0 TYPE C REC MIDDLE MOUNT TYPE

   B:BLACK
3:COLOUR OF  HOUSING

1:PRODUCT DESCRIPTION:

   0:SMT TYPE
2:PRODUCT TYPE

Y
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NOTES:

1.0. ELECTRICAL CHARACTERISTICS

1.1. LOW LEVEL CONTACT RESISTANCE:
       40m ohm MAX FOR ALL CONTACT .
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