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RECOMMENDED P.C.B LAYOUT
   TOLERANCE: 0.05MM

Plug 对插示意图

P1P2P5

P1P3P4

1.MATERIAL:
   Housing:NYLON-9T,BLACK,UL 94V-0
   1#.Contact:Phosphor Bronze,T=0.15mm
   2#.Contact:Phosphor Bronze,T=0.20mm
   3#.Contact:Phosphor Bronze,T=0.20mm
   4#.Contact:STAINLESS STEEL,T=0.15mm
   5#.Contact:STAINLESS STEEL,T=0.15mm
 2.FININSH
    TERMINA:50u" MIN Ni UNDER PLATING OVER ALL
            1u" MIN Au PLATING ON CONTACT AREA
            1u" MIN Au PLATING ON SOLDER AREA
 3.GP PASSED ACCORD WITH HRD-RoHS-219 STANDARD.
 4.ALL DIMENSIONS MARKED ▼  MUST BE CONTROLLED BY QC.
 5.ALL DIMENSIONS MARKER XX  MUST BE MEASURE BY FAI.
 6.RATED PARAMETERS OF CONNECTOR
   4-1.Operating temperature: -55°C to 85°C
   4-2.Rated Current: 0.5A/PIN Signal contact
   4-3.Rated Voltage: 30V AC/DC Per Contact
   4-4.Contact Resistance: 100mΩMAX
 5.ELECTRICAL MECHANICAL ENVIRONMENT
   5-1.Dielectric withstanding Voltage : 500V AC 1min.
   5-2.Insulation Resistance: 100 MΩMin.
   5-3.Insertion  Force：0.5-2.2Kg
   5-4.Extraction  Force：0.5-2.2Kg 
   5-5.Durability: 5000 cycles
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   3.50mm PHONE JACK
 反沉板上1.65H H=3.60mm
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