
1#  MIC+

2#  GND

5#  DETECT

4#  L AUDIO

3#  R AUDIO

班别：1=白班
           2=夜班

月：1=1月，2=2月......
       A=10月，B=11月......

年：8=2018年
       9=2019年
       0=2020年 .......

日：1=1日，2=2日......
       A=10日，B=11日......
       (WITH OUT IfiOfiZ)

线别：A=A线、B=B线......

电镀：A=Au 5U"
           B=Au 15U"

H=HRD
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弹片与塑胶客户要求设计平齐，
客户端周转过程及整机需做避位结构

▼0.00±0.10mm（弹片头部到塑胶面） 01

02

03

04 05

06 07

08

 ▼2*0.60 

 ▼5.00 
 ▼7.80 

 ▼6.90 

 2*1.10 

 ▼
9.

10
 ±

0.
10

 

22

23

24

25

26

27

 ▼
5*

0.
70

 

 ▼
1.

18
 ±

0.
10

 

 0
.4

2 

 ▼2*0.95 ±0.10 

 ▼1.45 ±0.10 

 ▼2*1.50 ±0.10 

 ▼
3.60 ±0.04 

09

10

11

12
13

14

15  ▼8.30 ±0.10 

 ▼6.50 ±0.10 

 2
*0

.3
0 

 3.32 28

29
30

31

 2.20 ±0.15 

 ▼0.50 ±0.10 

插入PLUG示意图
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P.C.B  LAYOUT（TOLERANCE:±0.05）

CONN. EDGE

1# 3#

2# 4#

5#

NOTES:
  1.MATERIAL:
    HOUSING:NYLON-9T,BLACK,UL 94
    TERMINAL:COPPER ALLOY OR STAINLESS STEEL
  2.FINISH:
    CONTACT:4u" Min Au PLATED ON CONTACT 
                      1u" Min Au PLATED ON  SOLDERTAILS AREA
                      80u" MIN NI UNDER PLATED OVER ALL
  3.ALL DIMENSIONS MARKED XX  MUST BE MEASURE BY FAI
     ALL DIMENSIONS MARKED▼MUST BE CONTROLLED EVERYDAY BY QC.
 4.PRODUCT SPECIFICATIONS:
     4-1 WITHSTANDING: 500VAC/MINUTE
     4-2 CONTACT RESISTANCE: 50 MILLIOHM (intial) Max.
     4-3 INSULATION RESISTANCE: 100 MEGOHM Min.
     4-4 MATING FORCE : 20 N MAX. (BTFORE DURABILITY)
                                         20 N MAX. (AFTER DURABILITY)
     4-5 UNMATING FORCE : 7-20N  (BTFORE DURABILITY)
                                              4-20 N  (AFTER DURABILITY)
     4-6 OPERATION TEMPERATURE : -25° TO +85°
     4-7 STORAGE TEMPERATURE: -25° TO +85°
     4-8 DURABILITY : 10000 CYCLES

HOUSING NYLON-9T,BLACK,UL 94 1

5# DETECT SUS304-3/4H 
T=0.20mm

80U" MIN Ni UNDER PLATED OVER ALL
4U" MIN AU ON CONTACT AREA
 1U" MIN AU ON SOLDER AREA

1

4# L AUDIO 1

3# R AUDIO

C5210-H 
T=0.20mm

1

2# GND 1

1# MIC+ 1
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