
5 GND SUS301-H/Ni 50u" Min. 1
4 SHELL SUS316L/Ni 50u" Min. 1
3 GND MOLIDING LCP MG350 UL94V-0 BLACK 1

2 HOUSING PLASTIC UL94V-0 1

1 CONTACT
C7025-TM03 

CONTACT AREA:Au 30u" Min. 
SOLDER AREA:Sn 100~200u" 
UNDERPLATED Ni 50u" Min.
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COMPANY J=HRD

PLATED LINE  H=华婷

2.0. D/C ANNOTATION:
X   X    XX   X   X    X

LINE  1=1# LINE

DATE  11=1/1
YEAR  9=2019

CLASS D=DAY N=NIGHT

NOTES:
1.0. ELECTRICAL CHARACTERISTICS
1.1. LOW LEVEL CONTACT RESISTANCE:
       40m ohm MAX FOR ALL CONTACT.
       50m ohm MAX. AFTER ENVIRINMENT TEST
1.2. DIELECTIC WITHSTANDING VOLTAGE:
       100VAC FOR ONE MINUTE SEA LEVEL.
1.3. INSULATION RESISTANCE:100 Mou MINIMUM.
1.4. CURRENT RATING:
       VBUS AND GND CONTACTS RATED AT 1.25A EA.
       PARALLELED FOR A TOTAL OF 5A.
1.5. INSERTION FORCE: 20N MAXIMUM.
1.6. EXTRACTION FORCE:AFTER DURABILITY
       1~1000 CYCLES 8N MINIMUM.20N MANIMUM.
       1001~10000 CYCLES 6N MINIMUM.20N MANIMUM.
1.7. DURABILITY:10000 CYCLES.
1.8. OPERATING TEMPERATURE:-55 TO+85℃ ℃
1.9. THIS PLUG IS DESIGNED TO COMPLY
       WITH USB TYPE C SPECIFICATION

CONNECTOR NUMBER CODE

UC33-  X  X  101  X  R  0
  -----   --- ---  ----- ---
    1      2   3    4    5

1.PRODUCT DESCRIPTION:
   UC33:USB 2.0 TYPE C PLUG DRAWN SHELL TYPE

2.SHELL OF PLATING
   0:BRIGHT Ni 

3.COLOUR OF HOUSING
   G:GREEN
   R: RED
   W:WHITE
   Y: YELLOW
   H: GRAY
   B: BLACK
 
4.PRODUCT LENGTH
   101：10.10mm

5.CONTACT PLATING
  3:Au 30u" ON CONTACT AREA

0.03 A

0.03 A

0.03 A

Date Code 编码月份日期机台号对照码

月份/日期/
机台号 镭雕码 月份/日期

/机台号
镭雕码

1 1 17 H
2 2 18 J
3 3 19 K
4 4 20 L
5 5 21 M
6 6 22 N
7 7 23 P
8 8 24 Q
9 9 25 R

10 A 26 S
11 B 27 T
12 C 28 U
13 D 29 V
14 E 30 W
15 F 31 X
16 G * 字母 I 和 O 不用
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