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▼所有端子预断低于塑胶面
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YELLOW MYLAR 需完全覆盖住端子表面
MYLAR四周允许凸出产品表面0.10mm max
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HONGRIDA ELECTRONIC TECHNOLOGY CO,LTD.

昆山捷皇电子精密科技有限公司

SEE NOTE

PH128-0B34F48M

C-PH128-0000

     3-8 DURABILITY : 5000 CYCLES

NOTES:
  1.ALL DIMENSIONS MARKED▼MUST BE CONTROLLED EVERYDAY BY QC.
  2.ALL DIMENSIONS MARKED XX  MUST BE MEASURE BY FAI
  3.PRODUCT SPECIFICATIONS:
     3-1 WITHSTANDING: 500V AC/MINUTE   
     3-2 INSULATION RESISTANCE: 1000 MEGOHM Min.(500V DC  for 1 minute)
     3-3 CONTACT RESISTANCE: 50 MILLIOHM (intial) Max.
     3-4 MATING AND UNMATING FORCE : 0.5-2.0 Kgf . (BTFORE DURABLITY)
     3-5 MATING AND UNMATING FORCE : 0.3-2.0 Kgf . (AFTER DURABLITY)
     3-6 OPERATION TEMPERATURE : -25° TO +85°
     3-7 STORAGE TEMPERATURE: -25° TO +85°
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HOUSING NYLON-9T ,BLACK,UL 94 1
Yellow 
Mylar

KAPTON 
 T=0.06mm / 1

DETECT C5210
T=0.15mm

1u"Min Au PLATED ON  SOLDERTAILS AREA 
3u"Min Au PLATED ON  CONTACT AREA

 50u"Min NI PLATED OVER ALL
1

L AUDIO 2 SUS304
 T=0.20mm

1u"Min Au PLATED ON  SOLDERTAILS AREA 
3u"Min Au PLATED ON  CONTACT AREA

 50u"Min NI PLATED OVER ALL

1
L AUDIO 1 1
R AUDIO

C5210
 T=0.20mm

1
GND 1
MIC 1
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