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HONGRIDA ELECTRONIC TECHNOLOGY CO,LTD.
昆山捷皇电子精密科技有限公司

SEE NOTE

S105-1B02F13F
TITLE:TITLE:

 板上1.35H 

NOTES:
  1.MATERIAL:
    BODY:HI-TEMP. PLASTIC,BLACK,UL 94V-0
    TERMINAL:COPPER ALLOY,T=0.10mm
  2.FINISH:
    TERMINA:  50u" Ni MIN UNDER PLATING OVER ALL
              GOLD FLASH 1~3U" ON CONTACT AREA
  3. CONTACT RESISTANCE      60 mΩ MAX
     INSULATION RESISTANCE   1000mΩ  MIN
     HIGH VOLTAGE RESISTANCE 500V AC, 1 MINUTE
     OPERATING VOLTAGE 10V DC
     PEAK CURRENT   0.5A MAX
     OPERATING TEMPERATURE   -20 C/+85 C
     STORAGE   TEMPERATURE   -20 C/+85 C
  4. MECHANICAL LIFETIME   MIN. 3000 MATING CYCLE
  5.ALL DIMENSIONS MARKED ▼ MUST BE CONTROLLED BY QC
  6.GP PASSED ACCORD WITH RoHS STANDARD

  7.ALL DIMENSIONS MARKER XX  MUST BE MEASURE BY FAI.
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